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KOMBIC 70 Downlight

KOMBIC 70 DOWNLIGHT OPTIC

K71 15 1500lm 23 IP 23 WF Optic 52º 9
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KOMBIC 150 DOWNLIGHT REFLECTOR
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KOMBIC 70 DOWNLIGHT OPAL
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Product data sheet

Available finishes:
- Opal model: Interior reflector in white, matt and gloss metallic and white exterior finish.
- Optic model: Interior reflector in black and black or white exterior finish, or interior reflector in matt metallic or

white and white exterior finish.
- Reflector model: Inner reflector in black and black or white outer finish, or inner reflector in matt or white

metallic and white outer finish.

Dimensions: diameter 68 mm
Weight: 190 g
INSTALLATION: Recessed

Code configurator:

Code configurator:

Code configurator:

LAMP reserves the right to change the technical specifications of their products. These changes 
will allow the continual improvement of the products and will also ensure the conformity to 
current legal changes. Updated information is always available in our website www.lamp.es.

Complies with the Directive 2010/30/UE

Family Installation Lm LED IP Optic CRI K Gear Reflector Finishes Ext. Finishes

Family Lm LED IP Optic CRI K Gear Reflector Finishes Ext. Finishes

Family Lm LED IP Optic CRI K Gear Reflector Finishes Ext. Finishes

DESCRIPTION: 
KOMBIC 70 recessed downlight of 1500 lm from Lamp brand. Die-cast aluminium heat sink. Models with opal, 
optic or reflector diffuser for greater visual comfort (reaching UGR <16 in some models) COB LED of 2700 K, 
3000 K or 4000 K, with CRI of 80 or 90. On / Off or Dali with the possibility of control via bluetooth LE. With IP44 
degree of protection. Isolation class I. Photobiological safety group 0.

* See height (h) in the
instruction sheet.

15 1500lm 44 IP 44 OP Opal 54º
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KOMBIC DOWNLIGHT 70 OPAL
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KOMBIC DOWNLIGHT 70 REFLECTOR
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KOMBIC DOWNLIGHT 70 OPTIC
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Product data sheet

TECHNICAL SPECIFICATIONS: QUALITY CERTIFICATES:

LAMP reserves the right to change the technical specifications of their products. These changes 
will allow the continual improvement of the products and will also ensure the conformity to 
current legal changes. Updated information is always available in our website www.lamp.es.

Complies with the Directive 2010/30/UE

FINISHES:

B: Black 02:  RAL 9011 BLACK MATE
W: White 02:  RAL 9010 WHITE MATE

LIGHT OUTPUT AND POWER
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Opal 54º

WFL 52º

RF 33º

RW 52º

Product data sheet

LAMP reserves the right to change the technical specifications of their products. These changes 
will allow the continual improvement of the products and will also ensure the conformity to 
current legal changes. Updated information is always available in our website www.lamp.es.

Complies with the Directive 2010/30/UE

PHOTOMETRIC DATA :
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OP 54º WFL 52º

FL 33º WFL 52º

Product data sheet

LAMP reserves the right to change the technical specifications of their products. These changes 
will allow the continual improvement of the products and will also ensure the conformity to 
current legal changes. Updated information is always available in our website www.lamp.es.

Complies with the Directive 2010/30/UE

PHOTOMETRIC DATA :


	Familia: [K71]
	Lm LED: [15]
	Optica: [OP]
	K: [27]
	Equipo: [N]
	Acabados Ext: [W]
	IP: [44]
	Acabados Reflectores: [W]
	CRI: [9]
	Familia2: [K71]
	Lm LED2: [15]
	Optica2: [WF]
	K2: [27]
	Equipo2: [N]
	Acabados Ext2: [B]
	IP2: [23]
	Acabados Reflectores2: [B]
	CRI2: [9]
	Familia3: [K71]
	Lm LED3: [15]
	Optica3: [RW]
	K3: [27]
	Equipo3: [N]
	Acabados Ext3: [B]
	IP3: [23]
	Acabados Reflectores3: [B]
	CRI3: [9]


