Product datasheet

HS1TK20SS940DBB

LAMIP?

Worktitude for light

HANCE TRACK 220 2000 NW SSP DALI BK/BK.

Description:

Projector to adapt to three-phase universal multidirectional track model HANCE TRACK 220 2000 NW SSP DALI
BK/BK., LAMP brand. Body made of injected aluminum painted in textured black. Passive dissipation for a correct
thermal management. Model for LED COB, with neutral White color temperature and built-in electronic DALI
equipment. High purity aluminum reflector Superspot. Class of insulation I.

Finish: Texturised black RAL 9011
= = Weight: 650 g
170 295
mm
Installation: 3-Circuit track
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TECHNICAL SPECIFICATIONS:

Light output: 737 Im oK :

Plum: 13,9W CRI:

Efficacy: 53 Im/w MacAdam:
Type: HIGH POWER LED Power Supply:
LED Lifetime: 50.000 L80 (Ta=25°C) Gear:

Power: 13w

Light output tolerance +/- 10%
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220-240V 50/60Hz
Adjustable DALI

CUSTOM MADE OPTIONS:
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Tel. +34937366800

LAMP reserves the right to change the technical specifications of their products. These changes will
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allow the continual improvement of the products and will also ensure the conformity to current legal

changes. Updated information is always available in our website www.lamp.es

Web www.lamp.es Data according to regulations 2019/2020/EU and 2019/2015/EU
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