Product datasheet

LAMIP?

Worktitude for light

HS1TLOSMF840NBB HANCE TRACK 48 500 NW MFL BK.

Description:

Multi-directional projector for low voltage track (48V) model HANCE TRACK 48 500 NW MFL BK., LAMP brand.
Made of injected aluminium, painted in textured black colour. With quick connection system without the need for
tools and passive dissipation for a pr oper thermal management. Model with LED High power with a neutral white
colour temperature, Medium Flood optics and control gear included. Insulation class Il1.

Finish: Texturised black RAL 9011

ITI Weight: 150 g

< f;7/ Installation: 48V track
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TECHNICAL SPECIFICATIONS:

Light output: 356 Im oK : 4000
Plum: 6,1W CRI: 80
Efficacy: 58 Im/w MacAdam: 3

Type: HIGH POWER LED Power Supply: 48V DC
LED Lifetime: 50.000 L90 (Ta=25°C) Gear: Electronic
Power: 5W

Light output tolerance +/- 10%
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CUSTOM MADE OPTIONS:
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PHOTOMETRIC DATA :
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ACCESORIES :
Assembly

L wep B2.EE

Product code:

TLDRV2015048N

Product code:

TLSUALDW

Product code:

TLSUARDW

Product code:

TLSUECW

4

Product code:

TLSUIJDW

=

Description: Product code:

DRIVER 150W 48V 220-240V NR IND TLSUALDB

=

Description: Product code:

TRACK 48V ACC. LEFT MAIN SUPPLY DALI WH. TLSUARDB

9

Description: Product code:

TRACK 48V ACC. RIGHT MAIN SUPPLY DALIWH TLSUECB

4

Description: Product code:

TRACK 48V ACC. END COVER WH. TLSUIIDB

5

Product code:

TLSULIDB

Description:

TRACK 48V ACC. INTM JOINT DALI WH.

Description:

TRACK 48V ACC. LEFT MAIN SUPPLY DALI BK.

Description:

TRACK 48V ACC. RIGHT MAIN SUPPLY DALI BK

Description:

TRACK 48V ACC. END COVER BK.

Description:

TRACK 48V ACC. INTM JOINT DALI BK.

Description:

TRACK 48V ACC. IN 90° CORNER DALI BK.
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Product code: Description: Product code: Description:
TLSULIDW TRACK 48V ACC. IN 90° CORNER DALI WH. TLSULODB TRACK 48V ACC. OUT 90° CORNER DALI BK.
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Product code: Description: Product code: Description:
TLSULODW TRACK 48V ACC. OUT 90° CORNER DALI WH. TLSUPR1000DB TRACK 48V DALI 1M BK.

TLSUPR2000DB TRACK 48V DALI 2M BK.

[

Product code: Description: Product code: Description:

TLSUPR1000DW TRACK 48V DALI 1M WH. TLSUWI1500N SUSPENSION CABLE TRACK 48V NK.

TLSUPR2000DW TRACK 48V DALI 2M WH.

 —

Product code: Description: Product code: Description:

TLSUXJDB TRACK 48V ACC. X JOINT DALI BK. TLSUXJDW TRACK 48V ACC. X JOINT DALI WH.

ACCESORIES :

Optical

Product code: Description: Product code: Description:

HSCU25 HANCE 500 ACC. CUTTING BEAM HSHO25 HANCE 500 ACC. HONEYCOMB GRILLE
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Product code: Description: Product code: Description:

HSRI40C HANCE 500 ACC. RING DECO CO. HSRI40M HANCE 500 ACC. RING DECO MET.

Product code: Description: Product code: Description:

HSRI40W HANCE 500 ACC. RING DECO WH. HSSL25 HANCE 500 ACC. SOFT LENS

Product code: Description:

HSTR25 HANCE 500 ACC. DIF TRANS

ACCESORIES :

Adjustment and control

Product code: Description:

TLDRV2010048N DRIVER 100W 48V 220-240V NR IND LIN
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