Product datasheet LAM-P

KOMB |C 100 SUT Worktitude for light

K11ST1540WFWB3NWW - KOMBIC 100 SUT 1200 IP40 WBW WFL WH/WH.

™

Description:

Finish: Matte white RAL 9010

1000

2100mm

TECHNICAL SPECIFICATIONS:

R9: 86
CLASE IP Lep| |PC o
Al I 40 | [3000K| | 650
Group 0
C€| [EPD
En 62471
CUSTOM MADE OPTIONS:
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Product datasheet

KOMBIC 100 SUT LAMP

Worktitude for light

K11ST1540WFWB3NWW KOMBIC 100 SUT 1200 IP40 WBW WFL WH/WH.

PHOTOMETRIC DATA :

° 100%
K11ST1540WFWB3NWW e alpha = 55,9° . BACK ~ FRONT
L 0501% 50,1%
Imax = 1303 cd/kim - ) ,
UTE: 1,00A 90° 565
CIE: 96 99 100 100 100 —
EE’_ 8H -4H OH 4H &H

100%
BACK FRONT
5 4 B 4
75% 6 3 1 6 3 1
|
2500K 2000K 1
50,1 % 50,1 % 7 2 7 2
50%
8 hi 8 b
25% 5 2
8H -4H OH 4H 8H
Tel. +34937366800 LAMP reserves the right to change the technical specifications of their products. These changes will 18-07-2025
allow the continual improvement of the products and will also ensure the conformity to current legal
Web www.lamp.es changes. Updated information is always available in our website www.lamp.es Pag. 2/2

Data according to regulations 2019/2020/EU and 2019/2015/EU





